
D A I S Y - C H A I N  C O N N E C T I V I T Y

Daisylink™ extends a/v capabilities across conferencing applications when paired 
with Villa AV. The non-sequential 4 wire 2 circuit electrical system allow units to 
daisy-chain in any arrangement - from a single infeed. Seamless power and a/v 
components are visibly accessed at surface level while modular interconnecting cables 
are concealed on the underside in an organized assembly.

V I L L A ™  A V  S E R I E S
D A I S Y L I N K ™

D ELI V ER I N G

AUDIO VISUAL 

ESSEN T IAL S



F E A T U R E S :

V I L L A ™  A V  S E R I E S  -  D A I S Y L I N K ™

Series dimensions on following page...

DAISYLINK™ COMPONENTS

*Interested in our specialty finishes? 
Contact us for details.

Mounting Capabilities 
Bezel /In-Surface

Applications
Work Station
Conference
Collaborative
Training Table

Standard Finishes* 

Silver

Black (Textured Finish)

Grommet Finishes
Flush Lid & No-Lid Styles:

Silver 
Black
White
Brushed Aluminum
Brushed Stainless Steel

Lift Lid Style:

Silver 
Black
White

G R O M M E T  S P E C I F I C A T I O N S :

• Flush Lid, Lift Lid, or No-Lid Styles (Sold Separately)

• Fits Surface Thicknesses: 1” Minimum

• Fits Surface Cutout: 3.0” x 5.25”

LIFT LID

GROMMET

NO-LID

GROMMET

FLUSH LID

GROMMET

U N I T  S P E C I F I C A T I O N S :

• 15A/120V AC Receptacles 

• Convenience Outlet
• VGA with 60” Male Pigtail (Includes Female/Female Gender Changer)
• RJ45 Cat 6 Data Inline Jack
• Mini Stereo

• Used with 4 Wire 2 Circuit Starter and Interconnecting Cables 

(Purchased Separately)

• Hardwire Starter & Interconnecting Cable Lengths: Minimum 12” - 

180” Maximum (Specify in 1” Increments)

• Circuit 1 and 2 Options - Link Up-to 40 Receptacles Across 2 Circuits

• Cable Clamps and Screws Included for Installation

• UL/ETL Listed for US and Canada
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P R O D U C T  D I M E N S I O N S

Ordering information on following page...

VILLA AV SERIES | FLUSH LID, LIFT LID & NO-LID GROMMETS
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D A I S Y L I N K ™  C O N F I G U R A T I O N S

Change 4-1 to 4-2 to speCify CirCuit 2 Configurations

grommets not inCluded

data knoCkout options sold separately 
Call for priCing 

DaisyLink™ components on following page...

C H O O S E  A  G R O M M E T  L I D  ( O P T I O N A L ) :

Silver
Black
White

Silver
Black
White
Brushed Aluminum
Brushed Stainless Steel

Silver
Black
White
Brushed Aluminum
Brushed Stainless Steel

VIL-GROM-L-S
VIL-GROM-L-B
VIL-GROM-L-GW

VIL-GROM-F-S
VIL-GROM-F-B
VIL-GROM-F-GW
VIL-GROM-F-AL
VIL-GROM-F-SS

VIL-GROM-S
VIL-GROM-B
VIL-GROM-GW
VIL-GROM-AL
VIL-GROM-SS

FINISHDESCRIPTION PART NUMBER

D. Flush Lid Style - includes brush trim and 

small cutout for lid opening; sits flush to 

surface; offers cable management/storage 

compartment

E. Lift Lid Style - recessed top for opening 

assistance; offers cable management/storage 

compartment   

F. No Lid Style - outer trim for unit

D. E. F.

S E L E C T  Y O U R  P O W E R : C H O O S E  Y O U R  F I N I S H :

VILLA™ AV SERIES | POWER, CONVENIENCE, & AV COMPONENTS |  SPECIFY 36”, 72” OR 108” CORD LENGTH IN PART NUMBER

silver BlaCk 

VIL-4-1-V-S VIL-4-1-V-B

power
reCeptaCles

rj45
data jaCk

mini 
stereo

jaCk

vga
port

ConvenienCe 
outlet

2 1 1 1 1
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